Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED286 CW 220~240V 230V 1xLED SAWB
Lampflux 11 x 28600 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED286 NWV 220~240V 230W 1xLED SAWB
Lampflux 11 x 28600 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED294 WW 220~240V 230WV 1xLED Sé
Lampflux 11 x29400 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED299 WW 200~240V 260WV 1xLED SAWB
Lampflux :1%x29900 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED307 CW 220~240V 230W 1xLED AMB
Lampflux :1x 30700 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED307 NWV 220~240V 230W 1xLED AMB
Lampflux :1x 30700 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED310 CW 220~240V 230V 1xLED SMB
Lampflux :1x 31000 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED313 CW 220~240V 230W 1xLED NB
Lampflux :1x 31300 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED313 CW 220~240V 230W 1xLED Sé
Lampflux :1x 31300 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED313 NW 220~240V 230W 1xLED NB
Lampflux :1x 31300 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED313 NW 220~240V 230W 1xLED Sé
Lampflux :1x 31300 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED318 CW 200~240V 260V 1xLED SAWB
Lampflux :1x 31800 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED318 CW 220~240V 255W 1xLED SAWB
Lampflux :1x 31800 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED318 NW 220~240V 255W 1xLED SAWB
Lampflux :1x 31800 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED320 WW 200~240V 260W 1xLED AMB
Lampflux 11 x 32000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED323 WW 200~240V 260V 1xLED SMB
Lampflux :1x 32300 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED327 WW 200~240V 260W 1xLED NB
Lampflux :1x 32700 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED327 WW 200~240V 260WV 1xLED Sé
Lampflux :1x 32700 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED327 WW 220~240V 255W 1xLED Sé
Lampflux :1x 32700 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED341 CW 200~240V 260W 1xLED AMB
Lampflux :1x 34100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED341 CW 220~240V 255W 1xLED AMB
Lampflux :1x 34100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED341 NW 220~240V 255W 1xLED AMB
Lampflux :1x 34100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED344 CW 200~240V 260V 1xLED SMB
Lampflux 11 x 34400 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED344 CW 220~240V 255W 1xLED SMB
Lampflux 11 x 34400 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED344 NWV 220~240V 255W 1xLED SMB
Lampflux 11 x 34400 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED348 CWV 200~240V 260W 1xLED NB
Lampflux 11 x 34800 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED348 CW 200~240V 260V 1xLED Sé
Lampflux 11 x 34800 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED348 CWV 220~240V 255W 1xLED NB
Lampflux 11 x 34800 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED348 CW 220~240V 255W 1xLED Sé
Lampflux 11 x 34800 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED348 NWV 220~240V 255W 1xLED NB
Lampflux 11 x 34800 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED348 NWV 220~240V 255W 1xLED Sé
Lampflux 11 x 34800 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED359 NW 300W 1xLED SAWB
Lampflux 11 x 35900 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED382 CW 220~240V 305W 1xLED SAWB
Lampflux 11 x 38200 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED382 NWV 220~240V 305W 1xLED SAWB
Lampflux 11 x 38200 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED388 WW 220~240V 305W 1xLED SMB
Lampflux 11 x 38800 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED392 WW 220~240V 305W 1xLED NB
Lampflux :1x 39200 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED392 WW 220~240V 305W 1xLED Sé
Lampflux :1x 39200 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED409 CW 220~240V 305W 1xLED AMB
Lampflux 11 x 40900 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
120°  150° 180° 150°  120°

ol ©
90"}

S S 90°
© O /

1000———
B
—

(cd/1000 Im) 30° 0° 30° L.O.R.=1.00
0-180° 90 - 270°

CalcuLuX Photometrics 5.3.2.0 Philips Lighting B.V. Page: 38/82



Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED409 NWV 220~240V 305W 1xLED AMB
Lampflux 11 x 40900 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED413 CW 220~240V 305W 1xLED SMB
Lampflux :1x41300 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED413 NW 220~240V 305W 1xLED SMB
Lampflux :1x41300 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED418 CWV 220~240V 305W 1xLED NB
Lampflux :1x 41800 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED418 CW 220~240V 305W 1xLED Sé
Lampflux :1x 41800 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED418 NWV 220~240V 305W 1xLED NB
Lampflux :1x 41800 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED418 NWV 220~240V 305W 1xLED Sé
Lampflux :1x 41800 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
120°  150° 180° 150°  120°

NS
\‘t'

7500———|

CalcuLuX Photometrics 5.3.2.0 Philips Lighting B.V. Page: 45/82



Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED430 CW 220~240V 345W 1xLED SAWB
Lampflux 11 x 43000 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED430 NWV 220~240V 345W 1xLED SAWB
Lampflux 11 x 43000 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED436 WW 220~240V 345W 1xLED SMB
Lampflux 11 x 43600 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED441 WW 220~240V 345W 1xLED NB
Lampflux :1x 44100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED441 WW 220~240V 345W 1xLED Sé
Lampflux :1x 44100 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED448 WW 200~240V 390W 1xLED SAWB
Lampflux 11 x 44800 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED460 CW 220~240V 345W 1xLED AMB
Lampflux 11 x 46000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED460 NWV 220~240V 345W 1xLED AMB
Lampflux 11 x 46000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED465 CW 220~240V 345W 1xLED SMB
Lampflux 11 x 46500 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED465 NW 220~240V 345W 1xLED SMB
Lampflux 11 x 46500 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED470 CWV 220~240V 345W 1xLED NB
Lampflux :1 x 47000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED470 CW 220~240V 345W 1xLED Sé
Lampflux :1 x 47000 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED470 NWV 220~240V 345W 1xLED NB
Lampflux :1 x 47000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED470 NWV 220~240V 345W 1xLED Sé
Lampflux :1 x 47000 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED477 CW 200~240V 390W 1xLED SAWB
Lampflux :1x 47700 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED477 CW 220~240V 380V 1xLED SAWB
Lampflux :1x 47700 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED477 NW 220~240V 380W 1xLED SAWB
Lampflux :1x 47700 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED477 NW 380W 1xLED SAWB
Lampflux :1x 47700 Im

Measurement code : P202009180

Measurement date :2020-09-18

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED479 WW 200~240V 390W 1xLED AMB
Lampflux 11 x 47900 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
120°  150° 180° 150°  120°

ol ©
90"}

S S 90°
© O /

1000———
B
—

(cd/1000 Im) 30° 0° 30° L.O.R.=1.00
0-180° 90 - 270°

CalcuLuX Photometrics 5.3.2.0 Philips Lighting B.V. Page: 64/82



Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED485 WW 200~240V 390wV 1xLED SMB
Lampflux 11 x 48500 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED485 WW 220~240V 380WV 1xLED SMB
Lampflux 11 x 48500 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED490 WW 200~240V 390W 1xLED NB
Lampflux 11 x 49000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED490 WW 200~240V 390WV 1xLED Sé
Lampflux 11 x 49000 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED490 WW 220~240V 380W 1xLED NB
Lampflux 11 x 49000 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED490 WW 220~240V 380WV 1xLED Sé
Lampflux 11 x 49000 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED511 CW 200~240V 390W 1xLED AMB
Lampflux :1x 51100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED511 CW 220~240V 380W 1xLED AMB
Lampflux :1x 51100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED511 NW 220~240V 380W 1xLED AMB
Lampflux :1x 51100 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED517 CW 200~240V 390V 1xLED SMB
Lampflux :1x 51700 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED517 CW 220~240V 380V 1xLED SMB
Lampflux :1x 51700 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED517 NW 220~240V 380W 1xLED SMB
Lampflux :1x 51700 Im

Measurement code : P202010230

Measurement date :2020-10-23

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED522 CWV 200~240V 390W 1xLED NB
Lampflux :1x 52200 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
120°  150° 180° 150°  120°

90°| 90°

15000—_

25000——
20000——|

60° v 60°

(cd/1000 Im) 30° 0° 30° L.O.R.=1.00
0-180° 90 - 270°

CalcuLuX Photometrics 5.3.2.0 Philips Lighting B.V. Page: 77/82



Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED522 CW 200~240V 390W 1xLED Sé
Lampflux :1x 52200 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED522 CWV 220~240V 380W 1xLED NB
Lampflux :1x 52200 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED522 CW 220~240V 380WV 1xLED Sé
Lampflux :1x 52200 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED522 NWV 220~240V 380V 1xLED NB
Lampflux :1x 52200 Im

Measurement code : P202009290

Measurement date : 2020-09-29

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP433 LED522 NW 220~240V 380W 1xLED Sé
Lampflux :1x 52200 Im

Measurement code : P202010270

Measurement date :2020-10-27

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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