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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED161 CW 220~240V 120W 1xLED SWB
Lampflux :1x 16100 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED191 WW 220~240V 150W 1xLED SMB
:1x19100 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED202 CW 150W 1xLED AMB
Lampflux :1x20200 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED202 CW 220~240V 150W 1xLED AMB
Lampflux :1x20200 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED203 NW 150W 1xLED AMB
Lampflux :1x20300 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED203 NWV 220~240V 150W 1xLED AMB
Lampflux :1x20300 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED204 CW 220~240V 150W 1xLED SMB
11 x 20400 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED204 CW 220~240V 150W 1xLED SWB
Lampflux 11 x 20400 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED206 NW 220~240V 150W 1xLED SMB
11 x 20600 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED206 NWV 220~240V 150W 1xLED SWB
Lampflux 11 x 20600 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED221 WW 100~240V 170W 1xLED AMB
Lampflux :1x22100 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED223 WW 100~240V 170W 1xLED SMB
:1x 22300 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED238 CW 100~240V 170W 1xLED AMB
Lampflux 11 x 23800 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED240 CW 100~240V 170W 1xLED SMB
11 x 24000 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED255 WW 220~240V 200W 1xLED SMB
11 x 25500 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED269 CW 220~240V 200W 1xLED AMB
Lampflux :1x26900 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED271 NW 200W 1xLED AMB
Lampflux :1x27100 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED271 NW 220~240V 200W 1xLED AMB
Lampflux :1x27100 Im

Measurement code : P202009140

Measurement date :2020-09-14

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire

Lampflux
Measurement code
Measurement date
Measurement status
L.O.R.

: Tango G4 BVP432 LED272 CW 220~240V 200WV 1xLED SMB
:1x 27200 Im

: P202010120

:2020-10-12

: Released

:1.00
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED272 CW 220~240V 200V 1xLED SWB
Lampflux :1x 27200 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
120°  150° 180° 150°  120°

JL L]
AR
ey

0-180° 90 - 270°

CalcuLuX Photometrics 5.3.2.0 Philips Lighting B.V. Page: 21/27



Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED274 NW 200W 1xLED SWB
Lampflux 11 x 27400 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram

L TR L

3

INNEEZ )

(cd/1000 Im) 30° 0° 30° L.O.R.=1.00
0-180° 90 - 270°

90°|

750
600

CalcuLuX Photometrics 5.3.2.0 Philips Lighting B.V. Page: 22/27



Polar Intensity Diagram
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Lampflux
Measurement code
Measurement date
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 LED274 NWV 220~240V 200W 1xLED SWB
Lampflux 11 x 27400 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 CR LED151 WW 120W 1xLED SWB
Lampflux :1x 15100 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 CR LED191 WW 150W 1xLED SWB
Lampflux :1x 19100 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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Polar Intensity Diagram

Luminaire : Tango G4 BVP432 CR LED255 WW 200W 1xLED SWB
Lampflux 11 x 25500 Im

Measurement code : P202009180

Measurement date :2020-09-20

Measurement status : Released

L.O.R. :1.00

Polar intensity diagram
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